
Features 

• Aluminum diecasting alloy with high strength 
and pleasant appearance 

• 360°safe rotated hook and shackle 
• lp65 industrial grade to protect from extremely 

environment 
• Built-in long-life environmental lithium-iron 

battery 

• Exclusive patent load cell, better than 1 /3000 
division 
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Model JC-M 

Capacity(kg) 30 50 100 150 200 300 

Division(kg) 0.01/0.005 0.02/0.01 0.05/0.02 0.05/0.02 0.1/0.05 0.1/0.05 

Net Weight(kg) 1.5 1.5 1.5 1.5 1.5 1.5 

Display Red backlit LED display or LCD display 

Certification CE 

Time to Stable Reading: :::;as 

Others Maximum Safe Load: 125% F.S. 

Limited Overload: 400% F.S. 
Overload Alarm: 100% F.S. +9e 

Product photo 
149 86 

Jadever Scale Co., Ltd. 
Tel :886-2-22990203 
Fax : 886-2-22990204 
http: www.jadever.com 
E-mail :sales@jadever.com. tw 
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Xiamen Jadever Scale Co., Ltd. 
Tel : 86-592-6037668 
Fax : 86-592-6037028 
http://www.jadever.com 
E-mail:xmjadever@jadever.com.cn 

Jadever Weightech, Inc. 
Tel: 1-905-482-2618 
Fax: 1-905-887-4066 
http://www.jadeverscale.com 
E-mail:james@jadeverscale.com 


